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Universele EPDM slang met spiraal

Uitermate geschikte zuig- en persslang voor
zwaar gebruik in de landbouw, industrie,
mijnbouw, tuinbouw enz.

- Binnenwand geëxtrudeerd en
buitenwand met doekafdruk

- Met textielinlagen en verzinkte dubbele
staaldraadspiraal

- Hoge dimensionale stabiliteit en zeer
flexibel

EPDM Vielzweckschlauch mit Spirale

Hervorragend geeigneter Saug- und
Druckschlauch für den harten Einsatz in
Landwirtschaft, Industrie, Bergbau,
Gartenbau usw.

- Mit extrudierte Seele und
stoffgemusterte Decke

- Textileinlagen und doppelte verzinkte
Stahldrahtspirale

- Extrudierte glatte EPDM Decke
- Hohe dimensionale Stabilität und

hochflexibel

Multi-purpose EPDM hose with spiral

Extremely suitable suction and delivery hose
for heavy duty use in agriculture, industry,
mining, horticulture etc.

- With extruded tube and cover with cloth
impression

- With textile reinforcement and zinc
plated double steel wire helix

- Dimensionally stable and highly flexible

Materiaal binnen: EPDM
Kleur inwendig: Zwart
Materiaal buiten: EPDM
Kleur uitwendig: Zwart
Inlagen Textiel inlagen +

stalen spiraal

Material Seele: EPDM
Farbe Seele: Schwarz
Material Decke: EPDM
Farbe Decke: Schwarz
Einlagen: Textiel inlagen +

stalen spiraal

Material tube: EPDM
Colour tube: Black
Material cover: EPDM
Colour cover: Black
Reinforcements: Textiel inlagen +

stalen spiraal

- Met geëxtrudeerde EPDM binnenwand (!)
- Bestendig tegen hitte, UV, ozon- en

weersinvloeden

- Mit extrudierte EPDM Seele (!)
- Hitze-, UV-, Ozon- und

witterungsbeständig

- With extruded EPDM tube (!)
- Resistant to heat, UV, ozone and weather

Binnen Buiten Buigstr. Vacuüm Gewicht Werkdruk
Innen Aussen Biegerad. Vakuum Gewicht Betriebsdruck
Inside Outside Bendrad. Vacuum Weight Work. press.
ø mm ø mm mm Bar gr/m Bar
31.8 43 150 0.69 800 10
38.1 49.8 165 0.69 1000 10
50.8 63.2 200 0.69 1500 10
63.5 76 250 0.69 1800 10
76.2 89 305 0.69 2500 10

Temperatuur | Temperatur | Temperature
Min. -30 °C | Max. 95 °C

Werkdruk | Betriebsdruck | Working
pressure
Min. 10 bar | Max. 10 bar

Barstdruk | Platzdruck | Burst pressure
Min. 30 bar | Max. 30 bar


